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Boring Log Seun alelse% Humboldt Area Foundation MW-1
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Site Map and L ocation of Monitoring Wells DRILLER INFORMATION PROJECT INFORMATION
Drilling Co.: SounPacific Project Manager: Andy Malone
Rig Opperator:  Marty Larsen Geologist: Marty Larsen
o Drilling Method: Hand-Auger Sampler:
. Two-Story Offce Building Drill Rig Type: Quick Release Hand Augel  |Sampling Method:
i Ir': 7 Approximate Initial Water Level Time Start: N/A
_;_J wood deck concrete walkway 8.2 Time Stop: N/A
M . Approximate Stabilized Water Level — |Boring Diameter: 3 inch
N/A Boring Depth: 10 Feet
Northing: Easting: Elevation:
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Silty Sand, medium dense,moist, yellowish brown ,
1 roots- common & medium, sand is very fine.
SM
2
3 Silty Sand to Clayey Sand dense, slightly moist,
mottles- variable, common, medium, & distinct,
4 SMISC [brownish yellow to yellowish brown, roots- few &
fine to medium.
5
Clayey Sand, medium dense to dense, mottles-
6 common, fine, & faint, slightly moist,dark brown to|
light yellowish brown, roots- few & fine.Sand
7 increasing with depth, mottles- few & faint,
sc |occasional manganese nodules.
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